Potrere Generating Station
Seni-Annual Complisnce Monitering Repart for the perind of
September 1, 2M1 through February 29, 24012

Svurces 81 (Boiler 3-1}, 5-14, 8-11, 5-12, 8-13, 5-14 and 5-15 {Gax Turhincs Units 4, 5 &
&, Engines A and B):

Sources -1, 8-10, 8-11, 8-12, 5-13, 5-14 and $-15 were all permanemtly teticed un March 1,
2011 and did not operate during the reporting period.  There were no instances of non-
complisnee for any of these sowrees during the reporting pedod.
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Sovrces S-10, 8-11, 8-12, 8-13. 8-14 and S-15 have not operated in calendar years 2011 or
2012, The maximum number of operting hours fer any wrbine during calendar year 2011 was
0.0 hours. The permitted limit is 2 maximum of 877 hours in any calendar year (BAAQMD
Permit Condition 158 L&, #5).
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The following records are available upon request: (BAAQUMD Pennit Conditinn 15814, £6)

The water to fuel weight ratio for each turbine on a daily basis when operating,
The type of fuet and sulfur and nitragen content of the Fucl fired.
The number of hours of operatian, totaled on a monthly hasis,



Soprce 8-1 (Boiler No. 3-1)

Source -1 was permanently retired on March 1, 2011, A Renired Uit Exemption Form,
exemmpting Sowrce $-1 from the Acid Rain Program was submintted to the EPA in March, 20101,
Monitoring reports for this seurce required under Rule 9-11, Seclion 9-11-505 continue to be
submitted an a monthly basis 10 the BAAQMD while the Title V permit is in effect. The last
monthly report reflecting the reporting month of February 2012 was submined 1o the BAAQMD
i March 2012 With the submission of the Retired Unit Exemption Form tor Sowrce 5-1,
Electronic Data Reports (CDRs) are no longer required under 40 CFR Part 75, The las EDR
reflecting data For the 4" Quarter of 2010 was submitted to (he EPA in January 2011, All
rcports are available upon reguest,

Snorce 5-27 (0il Water Scparatoer)

'The vritical organic compounds concentvation, hased on samples taken on 7715/11 and 1/13/12
was < | ppm. The concentration litmil 15 1.0 ppm (BAAQMD Rule 8-8-112). Records of the
ctitical organie compound concentration and water thronghputs are all available upon request.

Scurce 5-50 (Paint Spraying, Facility Wide)

The maximum amount of coatings usage i any conseculive | 2Z-month period for the reporting
period of September 1, 2011 through Febraary 29, 2012 was 0 gallons, The enating wsase limit
in any ¢onseculive 12-month period is 1,093 gallons {BAAQMD Permit Condition 6062-1),
The maximum amount of cleanup selvent usage in any consecutive t2-month petiod for the
reporting period of September 1. 2011 through February 29, 2012 was (10 pallons. The solvent
usage limil in any consecutive 12-month petiod iz 100 gallons (BAAQMD Pernit Condition
H062-2),

The VOC content of all coatings wsed in the facility were within the specificd limits
(BAAQMI Rule 8-3-301, Rule ¥-19-302, Rule 28-19-312, Permit CondiGen 6062-3). Records
of coating and solvent usape are available upon request.

Source 8-51, (Wipe Cleaning, Facility Wide)

The maximum trichloroethvlens usage in any one day was 00 gallons. The limit for
tnichlorosthylene wsape in any ome day is 3.2 gallons (BAAGMY Rule 8-16-304), The net
annuat 1,1 1-mchloroethane usage at this {acility was 0.0 galtons. The permitted limir iz 55
pallons in any consecutive 12-month penod (BAAQMD Permit Condition #8937, #2). Records
of solvent usage are available upon request.



Source 852, 5-53, §-54, A-52 (Abrasive Blasting Facility)

Black emissions trom the source dunng any hour of operation did not exeeed Ringelmann 1 for
3 minutes, There were no reports of any fallowt on adjacent property during the reporting period
of Seprember 1. 2011 threwgh February 20, 20120 No differential pressure failure waming
alarms eccurred during the operation of the source duting the cporting period of September 1,
2011 through February 29, 2012 (BAAQMD Rule 6-30] and Permit Condition 7512 part 13

The maximum amount of abrasives used in any consscutive 12-month period for the reporting
petiod of September 1, 2011 throwgh February 29, 2012 was 0.0 tons. The total abrasive usage
hmo o any cenzecutive 12-month period is 1,700 tons (BAAQMIY Permit Condilion 7512 part
2} The maximwm amount of abrasive usage in any one day [or the reporting nperod of
September 1, 2011 through February 29, 2012 was 0.0 tons, The total abrasive usage limil in
any one day 13 13.1 tons (BAAQMD Permil Condifen 7512 part 33, Records ol daily abrasive
uzage are available upon regquest,



